
Standard Plug-In Relay 8 & 11Pin
• Plug-In Relay Approvals :  C E/ C UL/VDE • for So C kets with rear 35 mm rail (EN 50022) mounting.

• So C ket Type Approvals:  C E/ C UL • With LED indi C ator in C orporated.

• With test button

Item  Code 6-digit Pins No of  C /O  C onta C t Rating  Coil Voltage

PRC2P20ADL 220020 8 2 10A / 250V 24V AC

PRC2P20AGL 220021 8 2 10A / 250V 48V AC

PRC2P20AJL 220024 8 2 10A / 250V 110V AC

PRC2P20ANL 220026 8 2 10A / 250V 230VAC

PRC2P20CBL 220022 8 2 10A / 250V 12V DC

PRC2P20CDL 220023 8 2 10A / 250V 24V DC

PRC2P20CGL 220025 8 2 10A / 250V 48V DC

PRC2P20CJL 220027 8 2 10A / 250V 110V DC

PRC3P30ADL 220311 11 3 10A / 250V 24V AC

PRC3P30AGL 220312 11 3 10A / 250V 48V AC

PRC3P30AJL 220315 11 3 10A / 250V 110V AC

PRC3P30ANL 220317 11 3 10A / 250V 230VAC

PRC3P30CBL 220313 11 3 10A / 250V 12V DC

PRC3P30CDL 220314 11 3 10A / 250V 24V DC

PRC3P30CGL 220316 11 3 10A / 250V 48V DC

PRC3P30CJL 220318 11 3 10A / 250V 110V DC

Sockets for 8 & 11 Pin Plug-in Relays

Item Code 6-digit

PRCZ8 220216

PRCZ11 220647

PRCPZ11 220218

Miniature Plug-In Relays 8/11/14 Pin
• With LED indicator incorporated.

Item Code 6-digit No of Pins No of C/O Contact Rating Coil Voltage

PRC4M20ADL 220711 8 2 12A / 250V 24V AC

PRC4M20AGL 220712 8 2 12A / 250V 48V AC

PRC4M20AJL 220715 8 2 12A / 250V 110V AC

PRC4M20ANL 220717 8 2 12A / 250V 230VAC

PRC4M20CBL 220713 8 2 12A / 250V 12V DC

PRC4M20CDL 220714 8 2 12A / 250V 24V DC

PRC4M20CGL 220716 8 2 12A / 250V 48V DC

PRC4M20CJL 220718 8 2 12A / 250V 110V DC

PRC4M40ADL 221810 14 4 6A / 250V 24V AC

PRC4M40AGL 221811 14 4 6A / 250V 48V AC

PRC4M40AJL 221814 14 4 6A / 250V 110V AC

PRC4M40ANL 221816 14 4 6A / 250V 230VAC

PRC4M40CBL 221812 14 4 6A / 250V 12V DC

PRC4M40CDL 221813 14 4 6A / 250V 24V DC

PRC4M40CGL 221815 14 4 6A / 250V 48V DC

PRC4M40CJL 221817 14 4 6A / 250V 110V DC

Sockets for 8/11/14 Pin Miniature Plug-in Relays

Item Code 6-digit

PRCG-ES15/2N 220912

PRCG-ES15/4N 221934

PRCG1052 220914

PRCMS35 220915

2 Changover 8 Pin Socket, Double Level

4 Changover 14 Pin Socket, Double Level

Metal Fixing Clip

Retainer/Extractor

GE Series PR C  Plug-In Relays

Description

Description

8-Pin Screw Terminal Socket

11-Pin Screw Terminal Socket

Fixing Clip for 8/11 Pin Socket
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Interface Relays with LED (6.2mm wide)
• With LED indicator incorporated.

• Moulded Unit

Item Code 6-digit Contact Rating Coil Voltage

PRC1S13BNL 222013 6A / 250V 230V AC/DC

PRC1S13ANL 222012 6A / 250V 230V AC

PRC1S13CBL 222007 6A / 250V 12V DC

PRC1S13CDL 222008 6A / 250V 24V DC

PRC1S13BDL 222004 6A / 250V 24V AC/DC

Interface Relay for PLC/Control systems
• With LED indicator incorporated.

• Supplied with base

Item Code 6-digit No of Pins No of C/O Contact Rating Coil Voltage

PRC1T10ADL 221868 5 1 16A / 250V 24V AC

PRC1T10AJL 221869 5 1 16A / 250V 110V AC

PRC1T10ANL 221870 5 1 16A / 250V 230V AC

PRC1T10CBL 221860 5 1 16A / 250V 12V DC

PRC1T10CDL 221861 5 1 16A / 250V 24V DC

PRC1T10CJL 221862 5 1 16A / 250V 110V DC

PRC1T20ADL 221883 8 2 8A / 250V 24V AC

PRC1T20AJL 221884 8 2 8A / 250V 110V AC

PRC1T20ANL 221885 8 2 8A / 250V 230V AC

PRC1T20CBL 221875 8 2 8A / 250V 12V DC

PRC1T20CDL 221876 8 2 8A / 250V 24V DC

PRC1T20CJL 221877 8 2 8A / 250V 110V DC
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