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◼ Overview 
MPT2100 smart pressure transmitter is for industrial application  

for gauge, absolute measured with ideal solution for different range  

measurement, adopts advanced diffusion silicon sensor as sensitive  

components, digital and stable circuit, precise temperature  

compensation, excellent sealing and assembly to guarantee the  

high quality and stability, widely used in various pressure measured 

industry.  

◼ Feature 

◼ High accuracy and stability: ±0.1% to ±0.2% 

◼ Gauge, absolute pressure measured 

◼ Range: -100Kpa to 60Mpa 

◼ 4-20mA, 2 wire ,0-10VDC 3 wire output; RS485, HART output 

◼ Zero and range can be set flexibly for indicator type 

◼ With anti- lightning, anti-RF interference 

◼ Digital electrical board, water-proof, dust-proof, anti-interference  

With reversed polarity protection and instantaneous  

over current and over cross-voltage protection  

◼ 316L stainless steel diaphragm, stainless steel material  

suitable for various complicated environment 

◼ Specification      
                                                

Measured pressure  Gauge, Absolute 
Process Connector 

G1/2’’, G1/4’ ,1/2’’NPT, 

Process fluid   Liquid, gas, vapor, oil 1/4’’NPT, M20X1.5, M14X1.5 

Range  -100Kpa to 60Mpa Diaphragm material  316LSS stainless steel  

Accuracy  ±0.2%FS (default); ±0.1%FS Connection material ICr18Ni9Ti stainless steel 

Stability  ≤0.2%FS/year Housing material Aluminum alloy with spray  

Working temperature  -20 to 80℃; -20 to 300℃ 
Output 

4-20mA, 0-10VDC 

Compensation temperature  -10 to 70℃ RS485, HART output 

Zero temperature Shift  ±0.03%FS/℃ Indicator/Range 4-1/2 LCD, -19999 to 9999 

Sensitivity temperature shift  ±0.03%FS/℃ EMC surge (IEC61000-4-5）2KV 

Full range temperature Shift  ±0.03%FS/℃ 
EMC static 

(IEC61000-4-2）contact 

Zero, range programmable  programmable for indicator type at: 8KV, air arc:15KV 

Damping time  0-32second flexibly, 0.2s default IP protection IP 65 

Temperature effect  ≤0.1% of range output Storage temperature/H -40 to 125℃/0%-95% 

Load effect  negative Size/Weight 100x110x155mm/1.5kg 

Load resistance 
 R=U-12/0.02-RD Power supply 12-40VDC 

(U: power supply, RD: cable resistor) Standard power supply 24VDC±5%,ripple< 1% 
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◼ Size (mm) 
 

Size: mm (Fluid: -20 to 80℃) 

 

LCD Display 

 

 
◼ Accessories 
 

Fluid: -20 to 200℃ (T2) Fluid: -20 to 300℃ (T3) 
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◼ Measuring Range   
                                                            

Code Range Code Range 

01 0-10Kpa/0-0.01Mpa / 0-0.1bar/0-1.45psi 06 0-1.7Mpa / 0-17bar/0-246.6Psi 

02 0-35Kpa/0-0.035Mpa / 0-0.35bar/0-5.07psi 07 0-3.5Mpa / 0-35bar/0-507.6Psi 

03 0-100Kpa/0-0.1Mpa / 0-1bar/0-14.5psi 08 0-7.0Mpa / 0-70bar/1015.3Psi 

04 0-200Kpa/0-0.2Mpa / 0-2bar/0-29psi 09 0-35Mpa / 0-350bar/5076.3Psi 

05 0-700Kpa/0-0.7Mpa / 0-7bar/0-101.5psi 10 0-60Mpa /0-600bar/8702.2Psi 

 

◼ Diagram 

 

Diagram: 4-20ma output Diagram :0-10VDC output, 3 wire 

  

 

◼ Electrical Board &Sensor  
  

Type Description  

 

Digital electoral board technology guarantees the transmitter with high accuracy and high stability, low 

temperature shift per year, advantages as follows: 

1. high quality SMT technology, with water-proof, water-dust anti-interference spray-painting dealing. 

2. With reversed polarity protection and instantaneous over current and over cross-voltage protection 

3. Precise temperature compensation single point temperature compensation at 30degC as standard 

when ex-work, Multi-point temperature compensation can be customized.  

 

Advanced diffusion silicon sensor as sensitive components guarantee high accuracy and high stability, low 

temperature shift per year, with precise temperature compensation. 3 types of sensors can be available for 

different choice. 
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◼ Order Code 
 
MPT2100 Pressure Transmitter 

Order Code: E.g.: MPT2100-GDT101AP1 Description 

MPT2100 -X X  X X X MPT2100 Universal SMART Pressure Transmitter 

Pressure 

Type 

-G      Gauge 

-A      Absolute 

Indicator 
N     None, without indicator 

D     Yes, with LCD indicator 

Process Temperature 

T1    -20 to 80degC 

T2    -20 to 200degC 

T3    -20 to 300degC 

Range 01   -10Kpa/0-0.01Mpa / 0-0.1bar/0-1.45psi 

02   0-35Kpa/0-0.035Mpa / 0-0.35bar/0-5.07psi 

03   0-100Kpa/0-0.1Mpa / 0-1bar/0-14.5psi 

04   0-200Kpa/0-0.2Mpa / 0-2bar/0-29psi 

05   0-700Kpa/0-0.7Mpa / 0-7bar/0-101.5psi 

06   0-1.7Mpa / 0-17bar/0-246.6Psi 

07   0-3.5Mpa / 0-35bar/0-507.6Psi 

08   0-7.0Mpa / 0-70bar/1015.3Psi 

09   0-35Mpa / 0-350bar/5076.3Psi 

10   0-60Mpa /0-600bar/8702.2Psi 

Output 

A  4-20ma, 2 wire 

V  0-10VDC, 3 wire 

R  RS485 output, standard Modbus-RTU protocol 

AR  4-20mA+RS485 output 

AH  4-20mA+HART output 

Process Connection 

P1 G1/2’’, thread  

P2 1/2’’NPT, thread 

P3 G1/4’’, thread 

P4 1/4’’NPT, thread 

P5 M20X 15, thread 

P6 M14x1.5, thread 

X Customized 

Note:  

*Please advise the cable length you required 

*Absolute range only for code 03 to 08 
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